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WELDED
FLANGE TOP

Total Cost of Ownership: For the same purchase price, 
welded bags provide overall and immediate benefits.

No Bypass Welded Seams: With no stitch holes, 
welded seams reduce particle migration and 
ensure more consistent micron ratings, helping 
customers achieve tighter process control.

Stronger Construction: The welded flange and 
side seams offer a significantly higher burst strength 
than sewn bags, preventing failures under high pressure.

Faster Lead Times: AJR's investment in increased manufacturing capacity and advanced
welding technology ensures we can deliver these superior bags faster than ever.

Huge In-Stock Inventory: We maintain the largest inventory of welded bags, ensuring you can
quickly fulfill your customers' most urgent needs.

Regulatory Compliance: Welded bags can help meet stricter purity standards because they
eliminate thread fiber shedding.

Welded filter bags eliminate the main failure point of sewn bags (stitching). Modern welding
technology fuses the fabric, creating an exceptionally strong seam.

Why Choose AJR Welded Bags?

Why Welded Bags are Your New Standard

Welded Liquid Bag

AJR Filtration is ready to support the industry shift from sewn to welded bags with our strong,
no-bypass welded construction, resulting in higher burst strength and cleaner filtration.

Thanks to our short lead times and large in-stock inventory, recommending AJR Welded Bags
means you can provide your customers with a technology upgrade that minimizes downtime
and guarantees better results. 

Choose welded bags with the -WE suffix.  
For example, PES100P2P (sewn) becomes PES100P2P-WE (welded)

WELDED
BOTTOM SEAMS

WELDED 
SIDE SEAMS


